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Hi-Spot¤ Superia ES50/ESD50

¥ Unique long life filament — 4000 hours life

¥ Xenon gas filling for increased light output

¥ Unique, patented, computer designed spiral faceted aluminised reflector - ES50

¥ Unique, patented, computer designed spiral faceted dichroic reflector - ESD50

¥ For accent or decorative lighting in retail, commercial and domestic applications

¥ For use in mains voltage GU10/GZ10 downlights, spotlights and luminaires

¥ 100% dimmable
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GU10 GZ10
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Ordering Beam Colour Luminous Average Packing
Code Description Watt Volt Angle Cap Temp Intensity Rated Life Qty

229010 Hi-Spot ES50 35W/FL25¡ 35W 240V 25¡/FL GU10 2700K  850 cd 4000 hrs 15
229030 Hi-Spot ES50 50W/FL25¡ 50W 240V 25¡/FL GU10 2750K 1360 cd 4000 hrs 15
229070 Hi-Spot ES50 50W/WFL50¡ 50W 240V 50¡/WFL GU10  2750K 550 cd 4000 hrs 15

Hi-Spot Superia ES50

229050 Hi-Spot ESD50 50W/FL25¡ 50W 240V 25¡/FL GU10 2800K 1360 cd 4000 hrs 15
229090 Hi-Spot ESD50 50W/WFL50¡ 50W 240V 50¡/WFL GZ10 2800K 550 cd 4000 hrs 15

Hi-Spot Superia ESD50 Dichroic


